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Canada's Mills Promise 
200,000 Tons More 
(Continued from page 8) 


able economic system founded on re- 
sponsible freedom and vigorous enter- 
prise.” 

Top highlight of the annual meeting 
of the Canadian Pulp and Paper Asso- 
ciation was the announcement of an 
international timber conference to be 
held at Marianske Lazne, Czecho- 
slovakia, made by Dr. Egon Glesinger, 
chief of the Forest Products Branch 
of the Food and Agricultural Organ- 
- ization of United Nations; it is to 
begin April 28th. The conference has 
been called primarily to deal with 
European reconstruction programs but 
it is hoped to lay the basis for the 
establishment of a long range program 
for forests and forest industries of the 
world. Countries to be invited will in- 
clude all European countries, not ex- 
cepting Russia, as well as the major 
wood exporting countries in the West- 
ern hemisphere; control authorities in 
European countries under Allied juris- 
diction will also be asked to send rep- 
resentatives. Dr. Glesinger also indi- 
cated that this year’s conference will 
be followed by further regional for- 
est conferences for America and the 
Far East, looking to a world confer- 
ence. 

Looking to greater world produc- 
tion, Dr. Glesinger, in the course of 
an address to the Woodlands Section 
of the association, urged the full use 
of-raw material and the close coopera- 
tion of saw mills and pulp mills in 
using mill waste. With the develop- 
ment of research he felt that forest 
industries would eventually lead all 
other world industries in volume of 
production. Outlining the work of 
FAO, he said that forest problems 
would occupy a large part of that or- 
ganization’s work. 

Referring to the Canadian pulp and 
paper industry, Dr. Glesinger referred 
to its contribution towards the main- 
tenance of world democracy in the 
maintenance of a free press through 
exports to more than forty countries 
—representing three out of every five 
newsprint pages printed throughout 
the world. Canada; he said, was one 
of the few countries which had come 
through the war with her forest re- 
sources in good shape. In this she 
war fortunate, for the forests of many 
countries had been sadly depleted. He 
predicted that with the many valuable 
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uses for wood products, particularly 
pulp, and the thousands which he be- 
lieved would be discovered the day 
may not be too far distant when 
Canada will look upon her forests as 
not only her most valuable resource 
but more valuable than the rest of her 
resources combined. 


Dealing with world timber needs, 
Dr. Glesinger suggested that the in- 
dustry should start by using the crop 
as a whole and then pick some higher 
grades, instead of proceeding by the 
reverse method as is being done now. 
He pointed out that there- are 8,000,- 
000,000 acres of forest in the world 
and the 200,000,000 million tons that 
result from these limits he described 
as ridiculous; he advocated conserva- 
tion but expressed the opinion that our 
forests are not being used to the best 
advantage. He cited Sweden as an 
example of how well-harvested trees 
can be fully utilized. 

In Canada the balance between the 
number of tons of lumber and pulp 
was good, but it could be improved; 
a better balance would see less lum- 
ber and more pulp. He mentioned alco- 
hol, plastics, yeast, fibers, and “maybe 
gasoline,” as other uses to which pulp- 
wood could be applied. 


Looking to the larger picture, Dr. 
Glesinger foresaw an era of pulp ex- 
pansion and to this end the necessary 
machinery was being set up—national 
plans, regional plans, and finally a 
world program. 


Woodland Sections Awards 


At a luncheon meeting of the Wood- 
lands Section of the Canadian Pulp 
and Paper Convention, the following 
awards: were presented: 


J. A. Bothwell award—medal and 
$100—best paper on forest conserva- 
tion—E. L. Howie, Fraser Cos., Ed- 
munston, N. B., for booklet: “Forest 
Fire-Fighters Guide.” 

Price Brothers & Co. award—$100 
—best paper on subjects other than 
logging mechanization—Ivar F. Fogh, 
C.I.P. Co., Three Rivers, P. Q., for 
paper: “Log Flumes as an Aid in the 
Driving of Small Streams.” 

Ontario Paper Co. award—$100 and 
scroll or fob—best paper on logging 
mechanization—J. A. Michaud, Con- 
solidated Paper, Grand Mere, P. Q., 
for paper: “A Pulpwood'Loading Plant 
for Rail Shipment.” 


Elwood Wilson award—plaque—in- 
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Oxidation 
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Wood sugar as source........... te 
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dividual who made best industrial ap- 
plication of Woodlands Section study 
or project—Geoffrey Fitz Randolph: 
Organization of Woods Labor Train. 
ing, Brown Corporation, Quebec, P. Q.7 


Technical Section Awards 


At the luncheon meeting of the 
Technical Section of the Canadian 
Pulp and Paper Convention, these! 
awards were presented: 


Technical Section service award for 
1946—bronze medal—awarded to Tech-" 
nical section committee chairman who 
made the most outstanding contribu. 
tion to the work of the section. Won 
by F. B. Bjornlund of Howard Smitl 
Paper Mills Ltd., Cornwall, Ont,@ 
chairman of 1946 Alkaline Pulping 
Committee. Donated by R. L. Weldon, 
Bathurst Power and Paper Co., Mon- 
treal. 


Howard Smith Medal—awarded te 
junior member of section who sub) 
mitted the best paper presented af 
1946 annual meeting. Won by A 
Hellstrom, Paper Machinery Ltd 
Montreal, for his paper on: “The Use 
of Absorption Towers for the Recov- 
ery of Pressure Gases.” Donated by 
Harold Crabtree, Howard Smith Paper 
Mills Ltd., Montreal. 


Weldon Medal—awarded to senior: 
member of section who submitted the) 
best paper presented at 1946 ann 
meeting. Awarded to Dr. J. N. Swa 
Howard Smoth Paper Mills Ltd., Corn 
wall, Ont., for his paper of “Bleaching 
of Sulphite Pulp.” Donated by Arthut 
L. Dawe, Consolidated Paper Corpora 
tion, Montreal. 


S. L. deCarteret, vice president an@ 
general manager, Canadian Intern 
tional Paper Company, Montreal, who 
is a former wartime deputy minister of 
National Defence for Air was made 
chairman of the Executive Board fo 
1947. Others include: Aubrey Crak 
tree, and R. L. Weldon, vice chairmeny 
C. R. Whitehead, and Hugh M. Lewi 
are honorary vice-chairmen. Members 
of the Executive Board include, D. 
Ambridge, L. J. Belnap, Geo. 
Brown, Wentworth Brown, Geo. 
Carruthers, Paul E. Cooper, Harold 58 
Foley, P. M. Fox, G. Gordon Ga 
R. A. Hayward, C. H. L. Jones, R. & 
Kernan, E. M. Little, A. Barnet Mae 
laren, J. R. S. McLernon, F. G. Robitt 
son, J. Pierre Rolland, Hon. W. 
Rowe, C. H. Sage, A. A. Schmon, & 
Howard Smith and John Stevens, 
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